
Sense it!  Connect it!  Bus it!  Solve it!
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H1 1 4 1 Electrical connection

C ration (pos. 5)

1 standard c ration

Number of contacts (pos. 4)

4 4-pole  M 12 x 1

Connector (pos. 3)

1 straight

Connector (pos.1 and 2)

H1 connector M12 x 1

PS 010V Pressure sensor –

Measuring range

01VR -1...0 bar g

001R 0…1 bar g

001V -1…1 bar g

003V -1…2.5 bar g

010V -1…10 bar g

016V -1…16 bar g

025V -1…25 bar g

040V -1…40 bar g

100R 1…100 bar g

250R 1…250 bar g

400R 1…400 bar g

600R 1…600 bar g

Functional principle

pressure sensor

3 01 Housing style/ 
Pressure connection –

Pressure connection

01 G1/4“ female thread (PF)

02 1/4“-18NPT female thread

03 1/4“-18NPT male thread

04 G1/4“ male thread (PF)

10 R1/4“ male thread (PT)

11 R1/4“ female th read (PT)

Housing 

3 adjustable, with display,  
non-rotatable

LI2UPN 8 X Electrical version –

with LED display

Operating voltage

8 15 (18)…30 VDC

Output

2UPN 2 switching 
outputs

LUUPN switching- and 
voltage output

LI2UPN switching- and 
current output
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PS010V – 301 – LI2UPN8X – H1141


