
INTELLIGENT 
TEMPERATURE 
SENSORS



Hans Turck GmbH & Co.KG • Witzlebenstraße 7 • 45472 Mülheim/Ruhr • Germany • Tel. +49 (0) 208/4952-0 • Fax +49 (0) 208/4952-264 • more@turck.com • www.turck.com2 /0109 Hanns Ts Turcurcrcck Gk GmbHbHbHbH & & CCo.Co.KG KG • Witzlebebensenstratraße ße 7 •7 • 45 454 47272 MüMülhelheim/Ruhr • Germany • Tel. +49 (0) 208/4952-0 • Fax +49 (0) 208/4952-264 •• mo more@re@turt ck.com • www.turck.com2 2 /01/010909

TURCK – THE FIRST ADDRESS FOR 
INDUSTRIAL AUTOMATION

유능한 직원과의 잘 협력된 애플리케이션 
엔지니어링과 효과적인 상담으로 당사 제
품은 세계적인 산업 시스템의 효율성과 비
용 효과를 보장합니다. TURCK는 세계화
를 통한 기회를 제공합니다. 독일, 스위스, 
미국, 멕시코, 그리고 중국에 있는 제조시
설을 기반으로, TURCK는 현지 시장에서 
요구하는 조건을 세계 어디에서든, 그리고 
어떠한 때라도 융통성 있게 적응할 수 있
습니다. 

TURCK는 산업 자동화의 분야에서의 선
도적인 글로벌 회사 그룹 중 하나입니다. 
TURCK는 센서 기술 분야의 개척자로서 
그리고 유행 선도자로서 그 기원을 계속
적으로 발전시켜왔으며, 다양한 산업 자동
화 요구를 위한 새롭운 토탈 솔루션을 계
속 개발시켜왔습니다. 현재 TURCK는 I/O
레벨에서 interface, 그리고 더 나아기 컨
트롤 레벨까지의 IP67 제품의 공급자로서, 
전 산업 자동화 분야에서 뛰어난 생산품을 
제공합니다. 

TURCK 그룹은 1965년에 창립되었습니
다. 오늘날 TURCK사는 독일에 2700명의 
직원과 함께 25 개국에 자회사를 두고 있
습니다. 또한 전 세계적인 판매와 서비스
를 지원하기 위하여 60 개국 이상의 나라
에서 독립적인 대리점이 설립되어 있습니
다. 이러한 활동의 주된 목적은 제조과정
의 최적화에 집중하고자 하는 것입니다. 
회사 성공의 결정적인 요소는 바로 고객과
의 밀접한 협력입니다. 

미래를 보증하는 시스템 파트너미래를 보증하는 시스템 파트너
TURCK 철학은 복잡한 만큼 간단합니다: 
당사는 고객에게 항상 최상의 서비스 즉, 
빠르고, 유연성 있고, 그리고 신뢰감이 있
는 최선을 제공하기 원합니다. 당사는 세
계 산업시스템의 효율성과 품질, 그리고,  
안정성을 보증하기 위해 매일마다 이러한 
원칙을 적용시킵니다. 당사는 이미 성취
한 명예에 만족하지 않고, 고객과 파트너

에게 이익이 될 혁신적인 제품과 솔루션의 
지속적인 개발로 이러한 사실을 입증해 보
일 것입니다. 
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THE PERFECT SOLUTION FOR 
YOUR APPLICATION

Error free operation

The Enter button has been recessed in 
order to avoid unintentional modifi ca-
tion of the data stored in the sensor. 
The button can only be pressed using 
a pointed object (e.g. a ballpoint pen).

당신의 환경에 완벽한 솔루션당신의 환경에 완벽한 솔루션
제조 공장과 거의 모든 공정에서 온도에 
대한 확인은 가장 중요한 요인중에 하나
입니다 .작업자나 공정상의 연결에서 가장 
주요한 사실 역시 정확도 또는 신뢰도입니
다. TURCK의 새로운 온도 센서 시리즈인 
TS-400,과 TS-500은 이 분야에서 새로운 
기준을 제시할 것입니다.

최고수준의 작업편의성최고수준의 작업편의성
빠른 메뉴 스크롤을 위한 2개의 버튼과 변
경된 값 및 변환 값을 저장하기 리세스 버
튼으로구성 되어있습니다 .

최고 수준의 설치 조건의 유연성최고 수준의 설치 조건의 유연성
경사진 디스플레이 화면에 180도 회전 가
능한 센서하우징 그리고 소프트웨어를 통
한 설치 옵션을 제공하고 있습니다.

최고 수준의 정밀도최고 수준의 정밀도
0.2K 의 온도센서는 몇몇 변위를 가진 매
우 넓은 범위의 작업 환경도 가능하게 합
니다.

최고 수준의 시스템 신뢰도최고 수준의 시스템 신뢰도
견고한 디자인의 스테인리스 하이징과 높
은수준의 EMC 그리고 IP67의 보호등급
은 가장 높은 수준의 작동 안정성을 보장
합니다 .

TS-500
TS-400
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높은 동작 안정성 요구를 위한 매치높은 동작 안정성 요구를 위한 매치

새로운 TS-400/-500의 온도 센서는 견고
한 스텐인리스 스틸 하우징과 높은 EMC, 
그리고 IP67의 보호 정도에 의해 최악의 
환경에서도 뛰어난 안전성을 제공해 줍니
다.

높은 시스템 이용도높은 시스템 이용도
높은 EMC로 전파 간섭에 높은 면역력 ■
을 갖추고 있습니다.
견고한 스텐인리스 스틸 본체는 가혹한  ■
기계 압력에 따른 손상을 예방합니다.
IP67의 보호 등급는 극단적인 작동 환 ■
경 속에서도 최고의 안전성을 제공합
니다.
온도에 대한 최적화된 노출로 유지 보 ■
수 비용이 최소화됩니다.

친절한 서비스친절한 서비스
온도 센서는 유연한 설치 옵션, 사용자 친
화성과 높은 정확성에 따른 이점을 제공합
니다.

TS-500은 상단 센서 부분이 320º 회전  ■
가능 합니다.
간소화된 타입으로 유지 보수 비용이  ■
감소됩니다.
단지 두 손가락으로 간단한 프로그래밍  ■
조작이 가능합니다.
패러미터 저장을 위해 오목한 버튼을  ■
사용함으로서, 의도하지 않은 실수를 
줄여줍니다.
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높은 유연성. 적은 변화.높은 유연성. 적은 변화.

효율적인 표준화효율적인 표준화
여러 개의 기존 센서를 단 한개의 센서로 
대체하는 것이 가능합니다. 제품 범위를 
를 현대적으로 하려는 노력의 결과입니
다.

이점: 이점: 
적은 종류의 센서로 다양한 적용이 가 ■
능 합니다.
간단하고 신뢰성 있는 동작 특성으로  ■
교육 및 훈련이 줄어듭니다.
견고한 디자인에 따른 높은 시스템 신 ■
뢰도를 가집니다.
센서와 프로세서 유닛의 4-pin 표준  ■
M12 커넥터 

최대한의 자유최대한의 자유
새로운 온도 센서는 높은 유연성에 따라 
전반적인 적용 가능성을 제공합니다. 거의 
모든 요구 사항이 몇 개의 장치로 해결됩
니다. 이러한 점은 최소한의 노력과 비용
으로 최대한의 설계 유연성을 제공하는데 
도움을 줍니다. 
s

상단 센서 부분의 320º 회전. ■
180º 회전 가능한 디스플레이 ■
45º의 디스플레이 각도 ■
밝고 큰 LED 화면으로 먼 거리에서도  ■
뚜렷이 보이는 디스플레이
0.2K의 높은 정확성 ■
2개의 스위칭 출력 버젼 또는 1개의 프 ■
로그램 가능 스위칭 및 아날로그 출력 
버젼

회전 가능한 디스플레이 
수평 설치 또한 가능하다. 디스플레이는 
소프트웨어를 사용하여 180º 회전 가능하
고 이에 따라 어떠한 설치 환경에서도 뚜
렷이 보인다. 
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Compact probe

Connecting cable
page 14

Special probe

Compression 
fi tting

PROCESS
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SENSOR

EVALUATION
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온도 센서 - 높은 유연성온도 센서 - 높은 유연성

TP-103
page 12

TP-104
page 12

CF-…
page 22
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Standard probe

Stabilizer

Temperature sensor 
TS-400/TS-500

page 10

Compression 
fi tting

Standard
thermowell

Cable probe

TEGRATION

SSStt

S don andard
mowell

SStab

Special 
thermowell

TP-306
page 12

TP-203/206
page 12

CF-…
page 22

THW-…
page 16-20

THW-…
page 16-20

STA-6
page 22

or 

TS-500TS-400
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TP - - H1141

온도 탐침

Temperature
probe

Probe type
1  probe with process
 connection
2  probe for 
 compression fitting
 or thermowell
3 cable sensor

Probe diameter
03A 3 mm
04A  4 mm
06A  6 mm

G1/8 - L013-
Insertion depth
Insertion depth > 300 mm on request

Connection
H1141  4-pin M12 connector

Process connection
G1/8 G1/8“ male thread
TRI3/4 3/4“ Tri-Clamp
DN25K DN25 hygienic fitting DIN11851
CF Compression fitting

TS 400 LI2UPN- - -8 H1141

온도 센서 - 신호 프로세서

Connection

H1141 4-pin M12 connector

X

Temperature sensor

Operational voltage

8  18...30 VDC

with LED display

Output function Output 1  Output 2

2UPN    Switching output Switching output
LUUPN   Switching output Voltage output
LI2UPN  Switching output Current-/Switching output

Housing
4 adjustable, with indication, pressure connection not rotary
5 adjustable, with indication, pressure connection rotary

1 03A

TYPE CODE

TURCK 타입 코드는 필요한 제품에 대한 정의에 대해서 설명한다. 
모든 변수는 간단하고 분명하게 명시된다. 
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TYPE CODE

THW G1/8 A4- - -3 L013

온도감지기

Insertion depth

Material
A4  stainless steel AISI316L / 1.4404

-
Thermowell

For sensor diameter
3 3 mm outer diameter
6 6 mm outer diameter

Process connection 
G1/8 G1/8" male thread
N1/8 1/8" NPT male thread
G1/4 G1/4" male thread
N1/4 1/4" NPT male thread
G1/2 G1/2" male thread
N1/2 1/2" NPT male thread
TRI3/4 3/4" Tri-Clamp
DN25K DN25 hygienic fitting
 thread DIN 11851

CF M 3- - G1/8 A4

압축 피팅

- -
Compression
fitting

Material of the 
compression ring
M AISI316L 
P PTFE

For probe diameter
3 3 mm

6 6 mm

Material
A4 stainless steel AISI 316L / 1.4404

Process connection
G1/8 G1/8" male thread
N1/8 1/8" NPT male thread
G1/4 G1/4" male thread
N1/4 1/4" NPT male thread
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SIGNAL PROCESSING UNIT TS-400/TS-500

치수 정보 종류 온도 범위 
  
 TS-400-LI2UPN8X-H1141 -50…500 °C 
   
 TS-400-LUUPN8X-H1141 -50…500 °C 
   
 TS-500-2UPN8X-H1141 -50…500 °C 
   

 TS-500-LI2UPN8X-H1141 -50…500 °C 
   
 TS-500-LUUPN8X-H1141 -50…500 °C 
   
 TS-500-2UPN8X-H1141 -50…500 °C 
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상세 정보 재료 아이디 번호

Fixed processor unit for Pt100 in 4-wire technology,  AISI 316L/1.4404 6840007�
1 switching output PNP, 1 analogue output (mA)  
Fixed processor unit for Pt100 in 4-wire technology,  AISI 316L/1.4404 6840008�
1 switching output PNP, 1 analogue output (V)  
Fixed processor unit for Pt100 in 4-wire technology,  AISI 316L/1.4404 6840017
2 programmable outputs in function and logic   

Rotatable processor unit for Pt100 in 4-wire technology,  AISI 316L/1.4404 6840015�
1 switching output PNP, 1 analogue output (mA) 
Rotatable processor unit for Pt100 in 4-wire technology,  AISI 316L/1.4404 6840016�
1 switching output PNP, 1 analogue output (V) 
Rotatable processor unit for Pt100 in 4-wire technology,  AISI 316L/1.4404 6840018
2 programmable outputs in function and logic  �
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간단한 설치간단한 설치
센서 설치 후, 실제 프로세서 유닛은 커플
링 넛을 사용해 부착되어 고정됩니다. 센
서는 모든 방향으로 회전되고 정렬될 수 
있습니다.
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TEMPERATURE PROBES

치수 정보 종류 온도 범위 
   
 TP-103A-G1/8-H1141-L013 -50…120 °C  
   
 TP-103A-G1/8-H1141-L024 -50…120 °C 
   
 TP-104A-TRI3/4-H1141-L035 -50…120 °C 
   
   
 TP-104A-TRI3/4-H1141-L100 -50…120 °C 
   
   
 TP-104A-DN25K-H1141-L035 -50…120 °C 
   
   
 TP-104A-DN25K-H1141-L100 -50…120 °C 
   
   
 TP-203A-CF-H1141-L100 -50…500 °C  * 
 TP-203A-CF-H1141-L150 -50…500 °C  * 
 TP-203A-CF-H1141-L200 -50…500 °C  * 
 TP-203A-CF-H1141-L250 -50…500 °C  * 
 TP-203A-CF-H1141-L300 -50…500 °C  * 
 TP-206A-CF-H1141-L100 -50…500 °C  * 
 TP-206A-CF-H1141-L150 -50…500 °C  * 
 TP-206A-CF-H1141-L200 -50…500 °C  * 
 TP-206A-CF-H1141-L300 -50…500 °C  * 
 TP-306A-CF-H1141-L1000 -50…105 °C 
   
   
 TP-306A-CF-H1141-L2000 -50…105 °C 
   
   
 TP-306A-CF-H1141-L5000 -50…105 °C 
   
   

*최대 온도 120℃까지의 커넥터 저항값
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높은 보호 정도높은 보호 정도
TS400/TS500 온도 센서는 기구 엔지니
어링의 높은 요구 조건에 따르기 위해서, 
IP67의 보호 등급을 가지고 있습니다. 

상세 정보 재료 아이디 번호
 
Temperature probe Pt100 Class A, Ø conical 3.5 to 3.1 mm, Nylon/AISI 316L/1.4404 9910400�
process connection G1/8" male thread, insertion depth 13 mm
Temperature probe Pt100 Class A, Ø conical 3.5 to 3.1 mm, Nylon/AISI 316L/1.4404 9910401�
process connection G1/8" male thread, insertion depth 24 mm
Temperature probe Pt100 Class A, Ø 8 mm with 4 mm Nylon/AISI 316L/1.4404 9910429�
probe tip, process connection 3/4" Tri-Clamp flange, 
insertion depth 35 mm 
Temperature probe Pt100 Class A, Ø 8 mm with 4 mm Nylon/AISI 316L/1.4404 9910430�
probe tip, process connection 3/4" Tri-Clamp flange, 
insertion depth 100 mm
Temperature probe Pt100 Class A, Ø 8 mm with 4 mm probe tip,  Nylon/AISI 316L/1.4404 9910431�
process connection DN25 to DIN 11851 (hygienic fitting), 
insertion depth 35 mm
Temperature probe Pt100 Class A, Ø 8 mm with 4 mm probe tip, Nylon/AISI 316L/1.4404 9910432�
process connection DN25 to DIN 11851 (hygienic fitting), 
insertion depth 100 mm
Temperature probe Pt100 Class A, Ø 3 mm/length 100 mm Nylon/AISI 316L/1.4404 9910402�
Temperature probe Pt100 Class A, Ø 3 mm/length 150 mm Nylon/AISI 316L/1.4404 9910403�
Temperature probe Pt100 Class A, Ø 3 mm/length 200 mm Nylon/AISI 316L/1.4404 9910482�
Temperature probe Pt100 Class A, Ø 3 mm/length 250 mm Nylon/AISI 316L/1.4404 9910404�
Temperature probe Pt100 Class A, Ø 3 mm/length 300 mm Nylon/AISI 316L/1.4404 9910474�
Temperature probe Pt100 Class A, Ø 6 mm/length 100 mm Nylon/AISI 316L/1.4404 9910475�
Temperature probe Pt100 Class A, Ø 6 mm/length 150 mm Nylon/AISI 316L/1.4404 9910476�
Temperature probe Pt100 Class A, Ø 6 mm/length 200 mm Nylon/AISI 316L/1.4404 9910477�
Temperature probe Pt100 Class A, Ø 6 mm/length 300 mm Nylon/AISI 316L/1.4404 9910478�
Cable sensor Pt100 Class A, (4-wire) with stainless steel jacket  Nylon/AISI 316L/1.4404 9910479�
6 x 50 mm, 1 m cable with connector, 4-pin M12 x 1, 
hot moulded and water-tight
Cable sensor Pt100 Class A, (4-wire) with stainless steel jacket  Nylon/AISI 316L/1.4404 9910480�
6 x 50 mm, 2 m cable with connector, 4-pin M12 x 1, 
hot moulded and water-tight
Cable sensor Pt100 Class A, (4-wire) with stainless steel jacket  Nylon/AISI 316L/1.4404 9910481�
6 x 50 mm, 5 m cable with connector, 4-pin M12 x 1,
hot moulded and water-tight
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Dimensional drawing Type Material 
   
 WAK4-2-WAS4/S74 Connector: CuZn, TPU, 
  Gold-plated contacts   
  Seal: FPM (Viton)  
  Cable: PUR 

 FB-WAK4-2-FB-WAS4/S2300 Connector: Stainless steel, PPH GF20,  
  Gold-plated contacts  
  Seal: FPM (Viton)  
  Cable: PP 
   
 WAK4-1-WAS4/S366/S367 Connector: CuZn, TPU, 
  Gold-plated contacts  
  Seal: FPM (Viton)  
  Cable: PUR 
   

 WAK4-2-WAS4/S2429/S2430 Connector:  
  Contacts CuZn/beryllium  
  Seal: FPM/FKM  
  Cable: PTFE 

CABLES
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Description  Temperature  Ident-No.
 range
2 m connecting cable, IP67, robust, connector M12 x 1,  Connector:  8006744�
PVC and halogen-free, top-quality PUR cable for the -30…90 °C    
automotive industry, highly flexible Cable: 
 -40…105 °C

2 m connecting cable, IP67 and IP69K, Connector:  8033677�
connector M12 x 1, PP cable,  -30…90 °C
flame-retardant acc.to DIN VDE 0472, part 804, type B especially Cable: 
suited for applications of the Food & Beverage industry  -40…105 °C
 
1 m connecting cable, IP67, robust, connector M12 x 1, Connector: 8022850�
PVC and halogen-free top-quality PUR cable,  -30…90 °C
flame-retardant acc. to DIN VDE 0472 part 804, type B Cable: 
high quality standard cables for standard applications of the -40…90 °C
Food & Beverage industry 

2 m connecting cable, IP65, robust, premoulded round Connector: 8038668�
connector M12 x 1, PTFE-cable,  -20…150 °C
for high temperature applications Cable:  
 -90…260 °C
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높은 연결 안전성높은 연결 안전성
미리 몰드된 견고한 연결 케이블, 
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THERMOWELLS

Dimensional drawing Type Material 
   
 THW-3-DN25K-A4-L050 AISI 316L/1.4404 
   
 THW-3-DN25K-A4-L100 AISI 316L/1.4404 
   
 THW-3-DN25K-A4-L150 AISI 316L/1.4404 
   
 THW-3-DN25K-A4-L250 AISI 316L/1.4404 
   
 THW-3-G1/2-A4-L050 AISI 316L/1.4404 
   
 THW-3-G1/2-A4-L100 AISI 316L/1.4404 
   
 THW-3-G1/2-A4-L150 AISI 316L/1.4404 
   
 THW-3-G1/2-A4-L250 AISI 316L/1.4404 
   
 THW-3-G1/4-A4-L050 AISI 316L/1.4404 
   
 THW-3-G1/4-A4-L100 AISI 316L/1.4404 
   
 THW-3-G1/4-A4-L150 AISI 316L/1.4404 
   
 THW-3-G1/4-A4-L200 AISI 316L/1.4404 
   
 THW-3-G1/8-A4-L050 AISI 316L/1.4404 
   
 THW-3-G1/8-A4-L100 AISI 316L/1.4404 
   
 THW-3-G1/8-A4-L150 AISI 316L/1.4404 
   
 THW-3-G1/8-A4-L200 AISI 316L/1.4404 
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선명한 디스플레이선명한 디스플레이
크고 선명한 4-digit 7-segment 디스플레
이는 45º 기울어져 있습니다. 그러므로 모
든 방향에서, 심지어는 멀리 떨어진 곳에
서도 선명히 보입니다다. 온도 단위는 영
구적으로 디스플레이 되어 있습니다다. 
이 모든 특징은 높은 작동 안전성을 보장
합니다.

Description   Ident-No
 
Thermowell (external Ø 8 mm, probe tip Ø 4 mm), hygienic fitting DN25 9910455 
acc. to DIN 11851 with compression fitting, for 3 mm probe, insertion depth 50 mm 
Thermowell (external Ø 8 mm, probe tip Ø 4 mm), hygienic fitting DN25 9910456�
acc. to DIN 11851 with compression fitting, for 3 mm probe, insertion depth 100 mm
Thermowell (external Ø 8 mm, probe tip Ø 4 mm), hygienic fitting DN25 9910457�
acc. to DIN 11851 with compression fitting, for 3 mm probe, insertion depth 150 mm 
Thermowell (external Ø 8 mm, probe tip Ø 4 mm), hygienic fitting DN25 9910458�
acc. to DIN 11851 with compression fitting, for 3 mm probe, insertion depth 250 mm
Thermowell, length 50 mm with G1/2" male thread and   9910443 
compression fitting, for 3 mm probe 
Thermowell, length 100 mm with G1/2" male thread and   9910444�
compression fitting, for 3 mm probe 
Thermowell (external Ø 5 mm, internal Ø 3.5 mm) length 150 mm  9910445�
with G1/2" male thread and compression fitting, for 3 mm probe 
Thermowell (external Ø 5 mm, internal Ø 3.5 mm) length 250 mm  9910446 
with G1/2" male thread and compression fitting, for 3 mm probe 
Thermowell (external Ø 5 mm, internal Ø 3.5 mm) length 50 mm with 9910415�
G1/4" male thread and compression fitting, for 3 mm probe 
Thermowell (external Ø 5 mm, internal Ø 3.5 mm) length 100 mm  9910419 
with G1/4" male thread and compression fitting, for 3 mm probe 
Thermowell (external Ø 5 mm, internal Ø 3.5 mm) length 150 mm   9910423�
with G1/4" male thread and compression fitting (AISI316L), for 3 mm probe
Thermowell (external Ø 5 mm, internal Ø 3.5 mm) length 200 mm   9910427�
with G1/4" male thread and compression fitting, for 3 mm probe 
Thermowell (external Ø 5 mm, internal Ø 3.5 mm) length 50 mm  9910413 
with G1/8" male thread and compression fitting, for 3 mm probe 
Thermowell (external Ø 5 mm, internal Ø 3.5 mm) length 100 mm  9910417 
with G1/8" male thread and compression fitting (AISI316L), for 3 mm probe 
Thermowell (external Ø 5 mm, internal Ø 3.5 mm) length 150 mm  9910421�
with G1/8" male thread and compression fitting, for 3 mm probe 
Thermowell (external Ø 5 mm, internal Ø 3.5 mm) length 200 mm  9910425�
with G1/8" male thread and compression fitting, for 3 mm probe
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Dimensional drawing Type Material 
   
 THW-3-N1/2-A4-L050 AISI 316L/1.4404 
   
 THW-3-N1/2-A4-L100 AISI 316L/1.4404  
   
 THW-3-N1/2-A4-L150 AISI 316L/1.4404  
   
 THW-3-N1/2-A4-L250   AISI 316L/1.4404 
   
 THW-3-N1/4-A4-L050 AISI 316L/1.4404  
   
 THW-3-N1/4-A4-L100 AISI 316L/1.4404  
   
 THW-3-N1/4-A4-L150 AISI 316L/1.4404  
   
 THW-3-N1/4-A4-L200 AISI 316L/1.4404  
   
 THW-3-N1/8-A4-L050 AISI 316L/1.4404  
   
 THW-3-N1/8-A4-L100 AISI 316L/1.4404  
   
 THW-3-N1/8-A4-L150 AISI 316L/1.4404  
   
 THW-3-N1/8-A4-L200 AISI 316L/1.4404 
   
 THW-3-TRI3/4-A4-L035 AISI 316L/1.4404  
   
 THW-3-TRI3/4-A4-L050 AISI 316L/1.4404  
   
 THW-3-TRI3/4-A4-L100 AISI 316L/1.4404  
   
 THW-3-TRI3/4-A4-L150 AISI 316L/1.4404 
   
 THW-3-TRI3/4-A4-L250 AISI 316L/1.4404 
   

THERMOWELLS
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Description  Ident-No.
 
Thermowell (external Ø 5 mm, internal Ø 3.5 mm) length 50 mm  9910447�
with 1/2" NPT male thread and compression fitting, für 3 mm probe
Thermowell (external Ø 5 mm, internal Ø 3.5 mm) length 100 mm  9910448�
with 1/2" NPT male thread and compression fitting, für 3 mm probe
Thermowell (external Ø 5 mm, internal Ø 3.5 mm) length 150 mm  9910449 
with 1/2" NPT male thread and compression fitting, für 3 mm probe
Thermowell (external Ø 5 mm, internal Ø 3.5 mm) length 250 mm  9910450�
with 1/2" NPT male thread and compression fitting, für 3 mm probe
Thermowell (external Ø 5 mm, internal Ø 3.5 mm) length 50 mm  9910416�
with 1/4" NPT male thread and compression fitting, für 3 mm probe
Thermowell (external Ø 5 mm, internal Ø 3.5 mm) length 100 mm with  9910420�
1/4" NPT male thread and compression fitting (AISI316L), for 3 mm probe
Thermowell (external Ø 5 mm, internal Ø 3.5 mm) length 150 mm  9910424�
with 1/4" NPT male thread and compression fitting, für 3 mm probe
Thermowell (external Ø 5 mm, internal Ø 3.5 mm) length 200 mm  9910428�
with 1/4" NPT male thread and compression fitting, für 3 mm probe
Thermowell (external Ø 5 mm, internal Ø 3.5 mm) length 50 mm  9910414�
with 1/8" NPT male thread and compression fitting, für 3 mm probe
Thermowell (external Ø 5 mm, internal Ø 3.5 mm) length 100 mm  9910418�
with 1/8" NPT male thread and compression fitting, für 3 mm probe
Thermowell (external Ø 5 mm, internal Ø 3.5 mm) length 150 mm  9910422�
with 1/8" NPT male thread and compression fitting, für 3 mm probe
Thermowell (external Ø 5 mm, internal Ø 3.5 mm) length 200 mm  9910426�
with 1/8" NPT male thread and compression fitting, für 3 mm probe
Thermowell (external Ø 8 mm, probe tip Ø 4 mm), 3/4" Tri-Clamp   9910433�
with compression fitting, for 3 mm probe, insertion depth 35 mm
Thermowell (external Ø 8 mm, probe tip Ø 4 mm), 3/4" Tri-Clamp process connection  9910451�
with compression fitting, for 3 mm probe, insertion depth 50 mm
Thermowell (external Ø 8 mm, probe tip Ø 4 mm), 3/4" Tri-Clamp process connection  9910452�
with compression fitting, for 3 mm probe, insertion depth 100 mm
Thermowell (external Ø 8 mm, probe tip Ø 4 mm), 3/4" Tri-Clamp process connection  9910453  
with compression fitting, for 3 mm probe, insertion depth 150 mm
Thermowell (external Ø 8 mm, probe tip Ø 4 mm), 3/4" Tri-Clamp process connection  9910454�
with compression fitting, for 3 mm probe, insertion depth 250 mm
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높은 작동 편리성높은 작동 편리성
"Mode"와 "Set" 버튼은 손가락으로 셋팅 
될 수 있습니다. 패러미터 값을 보기 위해 
추가적 도구는 필요하지 않습니다. 두 키
는 사용자 친화 프로그래밍 메뉴에서 각
각 "Up"과 "Down"키로 사용됩니다. 이들
은 정확한 패러미터 세팅에 사용됩니다.
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Dimensional drawing Type Material 

 THW-6-DN25K-A4-L050 AISI 316L/1.4404   
   
 THW-6-DN25K-A4-L100 AISI 316L/1.4404   
   
 THW-6-DN25K-A4-L150 AISI 316L/1.4404   
   
 THW-6-DN25K-A4-L250 AISI 316L/1.4404   
   
 THW-6-G1/2-A4-L050 AISI 316L/1.4404  
   
 THW-6-G1/2-A4-L100 AISI 316L/1.4404  
   
 THW-6-G1/2-A4-L150 AISI 316L/1.4404  
   
 THW-6-G1/2-A4-L250 AISI 316L/1.4404   
   
 THW-6-N1/2-A4-L050 AISI 316L/1.4404  
   
 THW-6-N1/2-A4-L100 AISI 316L/1.4404  
   
 THW-6-N1/2-A4-L150 AISI 316L/1.4404  
   
 THW-6-N1/2-A4-L250 AISI 316L/1.4404  
   
 THW-6-TRI3/4-A4-L050 AISI 316L/1.4404  
   
 THW-6-TRI3/4-A4-L100 AISI 316L/1.4404  
   
 THW-6-TRI3/4-A4-L150 AISI 316L/1.4404  
   
 THW-6-TRI3/4-A4-L250 AISI 316L/1.4404  
   

THERMOWELLS
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Description   Ident-No.

Thermowell, (external Ø 9 mm), hygienic fitting DN25 acc. to DIN 11851 9910471�
with compression fitting, for 6 mm probe, insertion depth 50 mm
Thermowell, (external Ø 9 mm), hygienic fitting DN25 acc. to DIN 11851  9910436�
with compression fitting, for 6 mm probe, insertion depth 100 mm
Thermowell, (external Ø 9 mm), hygienic fitting DN25 acc. to DIN 11851 9910472�
with compression fitting, for 6 mm probe, insertion depth 150 mm
Thermowell, (external Ø 9 mm), hygienic fitting DN25 acc. to DIN 11851 9910473�
with compression fitting, for 6 mm probe, insertion depth 250 mm
Thermowell, (external Ø 9 mm, internal Ø 7 mm), length 50 mm  9910459�
with G1/2" male thread and compression ferrule fitting, for 6 mm probe
Thermowell, (external Ø 9 mm, internal Ø 7 mm), length 100 mm  9910460�
with G1/2" male thread and compression ferrule fitting, for 6 mm probe
Thermowell, (external Ø 9 mm, internal Ø 7 mm), length 150 mm  9910461�
with G1/2" male thread and compression ferrule fitting, for 6 mm probe
Thermowell, (external Ø 9 mm, internal Ø 7 mm), length 250 mm  9910462�
with G1/2" male thread and compression ferrule fitting, for 6 mm probe
Thermowell, (external Ø 9 mm, internal Ø 7 mm), length 50 mm  9910463�
with 1/2" NPT male thread and compression ferrule fitting, for 6 mm probe
Thermowell, (external Ø 9 mm, internal Ø 7 mm), length 100 mm  9910464�
with 1/2" NPT male thread and compression ferrule fitting, for 6 mm probe
Thermowell, (external Ø 9 mm, internal Ø 7 mm), length 150 mm  9910465�
with G1/2" male thread and compression ferrule fitting, for 6 mm probe
Thermowell, (external Ø 9 mm, internal Ø 7 mm), length 250 mm  9910466�
with 1/2" NPT male thread and compression ferrule fitting, for 6 mm probe
Thermowell, (external Ø 9 mm), 3/4" Tri-Clamp with compression fitting,  9910467�
for 6 mm probe, insertion depth 50 mm
Thermowell, (external Ø 9 mm), 3/4" Tri-Clamp with compression fitting,  9910468�
for 6 mm probe, insertion depth100 mm
Thermowell, (external Ø 9 mm), 3/4" Tri-Clamp with compression fitting, 9910469 
for 6 mm probe, insertion depth 150 mm
Thermowell, (external Ø 9 mm), 3/4" Tri-Clamp with compression fitting,  9910470�
for 6 mm probe, insertion depth 250 mm
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최대 작동 안전성최대 작동 안전성
무기물 절연 센서는 높은 굴절 탄성을 보
입니다.
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Dimensional drawing Type Material 

 CF-M-3-G1/4-A4   AISI 316L/1.4404 
   
 CF-M-3-G1/8-A4 AISI 316L/1.4404 
   
 CF-M-3-N1/4-A4 AISI 316L/1.4404 
   
 CF-M-3-N1/8-A4 AISI 316L/1.4404 
   
 CF-P-3-G1/4-A4 AISI 316L/1.4404 
   
 CF-P-3-G1/8-A4 AISI 316L/1.4404 
   
 CF-P-3-N1/4-A4 AISI 316L/1.4404 
   
 CF-P-3-N1/8-A4 AISI 316L/1.4404 
   
 CF-M-6-G1/4-A4 AISI 316L/1.4404 
   
 CF-M-6-N1/4-A4 AISI 316L/1.4404 
   
 CF-P-6-G1/4-A4 AISI 316L/1.4404 
   
 CF-P-6-N1/4-A4 AISI 316L/1.4404 
   
 STA-6 AISI 316L/1.4404 
   

COMPRESSION FITTINGS AND STABILIZER
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Description   Ident-No.

Threaded adapter G1/4" with metal compression fitting for direct   9910407�
mounting of 3 mm probes, max. temp. 350 °C, max. pressure 100 bar
Threaded adapter G1/8" with metal compression fitting for direct   9910405�
mounting of 3 mm probes, max. temp. 350 °C, max. pressure 100 bar
Threaded adapter 1/4" NPT with metal compression fitting for direct  9910408�
mounting of 3 mm probes, max. temp. 350 °C, max. pressure 100 bar
Threaded adapter 1/8" NPT with metal compression fitting for direct  9910406�
mounting of 3 mm probes, max. temp. 350 °C, max. pressure 100 bar
Threaded adapter G1/4" NPT with PTFE compression fitting for direct  9910411 
mounting of 3 mm probes, max. temp. 100 °C, max. pressure 20 bar
Threaded adapter G1/8" NPT with PTFE compression fitting for direct  9910409�
mounting of 3 mm probes, max. temp. 100 °C, max. pressure 20 bar
Threaded adapter 1/4" NPT with PTFE compression fitting for direct  9910412�
mounting of 3 mm probes, max. temp. 100 °C, max. pressure 20 bar
Threaded adapter 1/8" NPT with PTFE compression fitting for direct 9910410 �
mounting of 3 mm probes, max. temp. 100 °C, max. pressure 20 bar
Threaded adapter G1/4" with metal compression fitting for direct   9910483�
mounting of 6 mm probes, max. temp. 350 °C, max. pressure 100 bar
Threaded adapter 1/4" NPT with metal compression fitting for direct  9910484�
mounting of 6 mm probes, max. temp. 350 °C, max. pressure 100 bar
Threaded adapter G1/4" with PTFE compression fitting for direct   9910485�
mounting of 6 mm probes, max. temp. 100 °C, max. pressure 20 bar
Threaded adapter 1/4" NPT with PTFE compression fitting for direct  9910486�
mounting of 6 mm probes, max. temp. 100 °C, max. pressure 20 bar 
Stabilizer for TP-206 (optional mounting kit for additional stabilisation of the M12 6835023  
sensor connection)   �
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좁은 공간에서의 40mm 그립에서의 좁은 공간에서의 40mm 그립에서의 
마운팅마운팅
단지 34mm 하우징의 온도 센서는 좁은 공
간에 설치될 수 있습니다.
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프로그래밍에 대한 최대한의 편리함프로그래밍에 대한 최대한의 편리함

지능성 온도 센서 특징 중 가장 중요한 요
소 중 하나는 작동하는데 있어서의 작업 
친화도입니다. 명확한 메뉴 구성은 세트 
포인트 값, 출력 기능, 아날로그 범위의 프
로그래밍을 가능하게 해주며, 스위치 딜레
이, 회전, 디스플레이 방향 또는 최대 온도 
메모리와 같은 특별한 기능을 프로그래밍
할 수 있게 해 줍니다. 노트북이나 특별한 
프로그래밍 장치와 같은 추가적 장비는 필
요치 않습니다.

TS-400/TS-500의 온도 센서는 세개의 버
튼을 통해 아주 쉽게 프로그래밍될 수 있
습니다. 다른 패러미터를 선택하고 셋팅하
는데 사용되는 "Mode"와 "Set" 버튼은 손
으로 쉽게 조작할 수 있으며, 추가적인 장
치를 필요로 하지 않습니다. 

동작을 개선하기 위해서, 값의 위 아래로 
스크롤하는 것이 가능합니다. 세트 값을 
저장하고, 프로그래밍을 바꾸고자 할 때에
는,  "Enter" 버튼을 눌러 주십시오. 이 버튼
은 오목하게 들어가 있고 펜과 같은 도구
를 사용해야지만 누를 수 있습니다.

작동자가 도구를 사용하지 않는 이상, 간
편히 모든 값을 보고 일정 시간 후에 프로
그래밍을 바꿀 수 있습니다. 실수로 프로
그램을 바꾸게 되는 일은 걱정하실 필요가 
없습니다. 작동자는 도구를 사용해야지만 
센서 세팅을 바꿀 수 있습니다.



Hans Turck GmbH & Co.KG • Witzlebenstraße 7 • 45472 Mülheim/Ruhr • Germany • Phone 0208 4952-0 • Fax 0208 4952-264 • www.turck.com 25 /0109 Mülheim/Ruhr • Germany • Phone 0208 4952-0 • Fax 0208 4952-264 • www.turck.com 45472 HanHanHHanHanHanHanHanHanaanans Ts Ts Ts Ts Ts Ts Ts TTs TTurcurcuurrcrccurcrcrcrcuurcurcrcurcu k Gk Gk Gk Gk Gk Gk Gk Gk Gk GGk Gk k Gkkk mbHmbHmbHbHmbHmbHHmbHmbHmbH & &&&&& && & & Co.CCo.Co.Co.Co.Co.Co.o KGKGKGKGKGKGKGKGKGKGKGKG KGKG KGKGG K  KK • W• WW• WWWWW• W• W• WWWW••  Witzitzitzitztzititztztzleblebleblele enenenensnseenenn trttraaar ßßßeßee e 7 •7 •••• 25 /0109

프로그래밍에 대한 최대한의 편리함

Schematic representation of the menu interface using a temperature sensor with 2 switching 
outputs as an example

견고한 디자인견고한 디자인
하우징, 온도 커넥션과 전기 커넥션은 스
테인리스 스틸로 만들어져 있습니다. 이 
센서는 완벽한 전자 환경 적합성(EMC)를 
가지고 있습니다.
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Power supply

Operating voltage 15...30 VDC (switching outputs)
 18...30 VDC 
 (switching and analogue output)

No-load current ≤ 50 mA

SELV, PELV according to EN 50178

Short-circuit protection yes

Reverse polarity protection yes

Insulation class III

Switching output

Switching frequency ≤ 180 Hz

Output function 2 x PNP/NPN, 
 NC/NO programmable

Voltage drop at Ie ≤ 2 V

Rated operational current 0.2 A

Switching point distance 0.2 K

Switching point distance -49.8...+500 °C

Release points -50...+499.8 °C

Analogue current output

Current output 4...20 mA, 0...20 mA, 
 20...4 mA,
 20...0 mA programmable

Response time  < 100 ms

Load ≤ 0.5 kΩ

Analogue voltage output

Voltage output 0...10 V, 0...5 V, 1...6 V, 10...0 V,
 5...0 V, 6...1 V programmable

Response time < 100 ms

Load ≥ 2 kΩ

Accuracy

Switching output
Switching point accuracy ≤ ± 0.2 K
Repetition accuracy ≤ ± 0.1 K

Analogue output
Accuracy (Lin.+Hys.+Rep.) ≤ ± 0.2 K

TECHNICAL DATA

Temperature sensor housing

Housing material Stainless-steel/plastic
 1.4404 (AISI 316L)/PC

Electrical connection Connector M12 x 1, 4-pin
 

Sensor connection Connector M12 x 1, 4-pin

Coupling nut size   SW 30 (max. 35 Nm)
(with tightening torque)

Display

Temperature display 4-digit 7-segment display
 can be rotated by 180° and
 switched off

Switch state display 2 x LED yellow

Measured value/Programming Switch/release points;
 hysteresis/window mode; 
 N.O./N.C.;
 unit of display;
 peak value memory

Display of temperature unit 4 x LED green (°C, °F, K, Ω)

EMC

EN 61000-4-2  ESD 4 kV CD / 8 kV AD

EN 61000-4-3  HF radiated: 15 V/m2

EN 61000-4-4  Burst 2 kV

EN 61000-4-5  Surge 1 kV, 42 Ω 

EN 61000-4-6  HF conducted: 10 V

Ambient conditions

Medium temperature -50...+500 °C,
 depending on mounted probe
 

Ambient temperature -40...+80 °C

Storage temperature -40...+80 °C

Degree of protection IP67

Vibration resistance 20 g (10...2000 Hz) 
 according to IEC 68-2-6

Shock resistance 50 g (11 ms) according to 
 IEC 68-2-27
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Standard probe (TP-203/TP-206)  

Temperature operating range -50…+500 °C
 -20… 350 °C accuracy class A
 ≥ 350 °C accuracy class B
 ≤ -20 °C accuracy class B

Ambient temperature -20…+90 °C

Measuring element Pt100, DIN EN 60751, Class A

Response time t0.5 = 1.5 s; t0.9 = 6.0 s in
 water at 0.2 m/s

Output function 4-wire

Reverse polarity protection Yes

Degree of protection IP67

Housing material Stainless-steel/plastic

Housing quality 1.4404 (AISI 316L) 
 mineral insulated

Sensor material Stainless steel

Sensor quality 1.4404 (AISI 316L)

Pressure resistance 100 bar

Connection Connector, M12 x 1

Mechanical connection for compression fittings or
 thermowells

Compact probe (TP-103)

Temperature operating range -50…120 °C

Ambient temperature -20…90 °C

Measuring element Pt100, DIN EN 60751, Class A

Response time t0.5 = 1.5 s; t0.9 = 6.0 s in
 water at 0.2 m/s

Output function 4-wire

Reverse polarity protection Yes

Degree of protection IP67

Housing material Stainless-steel/plastic

Housing quality 1.4404 (AISI 316L) 
 mineral insulated

Sensor material Stainless steel

Sensor quality 1.4404 (AISI 316L)

Pressure resistance 100 bar

Connection Connector, M12 x 1

Mechanical connection G1/8"

Special probe (TP-104)

Temperature operating range -50…120 °C

Ambient temperature -20…90 °C

Measuring element Pt100, DIN EN 60751, Class A

Response time t0.5 = 3 s; t0.9 = 10 s in
 water at 0.2 m/s

Output function 4-wire

Reverse polarity protection Yes

Degree of protection IP67

Housing material Stainless-steel/plastic

Housing quality 1.4404 (AISI 316L)

Sensor material Stainless-steel

Sensor quality 1.4404 (AISI 316L)

Pressure resistance 40 bar

Connection Connector, M12 x 1

Mechanical connection Tri-Clamp 3/4"; DN25 hygienic
 fitting according to DIN11851 

Cable probe (TP-306)

Temperature operating range -50…+105 °C

Ambient temperature -20…+90 °C

Measuring element Pt100, DIN EN 60751, Class A

Response time t0.5 = 8 s; t0.9 = 20 s in 
 water at 0.2 m/s

Output function 4-wire

Reverse polarity protection Yes

Degree of protection IP68

Housing material Plastic

Housing quality TPE (thermoplastic elastomer)

Sensor material Stainless steel

Sensor quality 1.4404 (AISI 316L)

Pressure resistance 100 bar

Connection Connector, M12 x 1

Mechanical connection for compression fittings, 
 thermowells
 or for direct mounting
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